
1017 NORTH POINTE INDUSTRIAL BOULEVARD, HANAHAN, SC - GREATER CHARLESTON AREA

PETER FENNELLY, SIOR MCR SLCR 
843 425 0186 DIRECT 
peter.fennelly@bridge-commercial.com

CLASS A INDUSTRIAL BUILDING

•	 UP TO 104,000 SF DIVISIBLE TO 39,000 SF
•	 AVAILABLE FOR IMMEDIATE OCCUPANCY
•	 3,126 SF OFFICE IN PLACE

NORTH POINTE 
COMMERCE PARK

HAGOOD MORRISON, SIOR MBA 
843 270 5219 DIRECT 
hagood.morrison@bridge-commercial.com

SIMONS JOHNSON, SIOR, MCR, CCIM 
843 557 4047 DIRECT 
simons.johnson@bridge-commercial.com



CONFIDENTIAL 
E-COMMERCE
DISTRIBUTOR

(39,000 - 104,000 SF 
AVAILABLE)

SITE 2 
±125,000 SF

(AVAILABLE FOR BTS)



DIVERSE TENANT BASE
•	 The park appeals to a wide variety of tenants, including: logistics companies, aerospace and automotive 

suppliers, defense contractors, light manufacturers and last-mile distribution

SUPERIOR LOCATION 
•	 Close proximity to all shipping terminals, Boeing, Bosch and Mercedes Benz Vans
•	 Four-lane access from I-526
•	 Multiple routes to I-26

NORTH POINTE 
COMMERCE PARK



104,000 SF CONCEPTUAL PLAN

34 DOCK DOORS
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EXPEDITORS PARKING

AVAILABLE 
±104,000 SF

TRAILER PARKING: 28 TRAILER SPACES

±3,126 SF 
OFFICE

AUTO PARKING SPACES: 74



Building Specifications

Bridge Commercial make no guarantees, representations or warranties of any kind, expressed or implied, including warranties of content, 
accuracy and reliability. Any interested party should do their own research as to the accuracy of the information. Bridge Commercial excludes 

warranties arising out of this document and excludes all liability for loss and damages arising out of this document.

Available SF 104,000 SF

Minimum Divisibility 39,000 SF

Spec Office 3,126 SF

Width 950’

Depth 260’

Interior Bays 50’ x 50’

Loading Bays 50’ x 60’

Bay Size 13,000 SF (260’ x 50’)

Min. Clear Height 32’

LEED Certified Yes

Available Docks Doors 22

Available Trailer Parking 26

Available Car Parking 44

Expansion Car Parking 200

Slab 6” Unreinforced

Lighting LED Lights/25 FC in Warehouse

Shell Wall Tilt-Up Concrete



Entrance to Warehouse from office

West office entrance



West Office Floor Plan: 3,126 SF
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1. PROVIDE CEMENTITIOUS BACKING BOARD AT ALL WALL-MOUNTED PORCELAIN OR CERAMIC TILE LOCATIONS.  INSTALL BACKING BOARD WITH MANUFACTURER'S APPROVED FASTENERS ON 20 GA. MIN. METAL STUDS
AND IN ACCORDANCE WITH ALL MANUFACTURER SPECIFICATIONS.

2. PROVIDE MOISTURE RESISTANT GYPSUM WALL BOARD AT ALL WET WALL LOCATIONS EXCEPT CERAMIC TILE (SEE NOTE #1) AND AT ALL WALLS DIRECTLY ADJACENT TO WET WALL LOCATIONS, U.N.O.

3. PROVIDE SOUND ATTENUATION BATT INSULATION ABOVE CEILING AT THE FOLLOWING ROOMS: OFFICE 103, OFFICE 104, CONFERENCE 105, MEN'S 106, WOMEN'S 107.

4. AT ALL EXTERIOR WALLS WITHIN OFFICE:  PROVIDE R-11 INSULATION IN STUD CAVITY AND PROVIDE STICK-PIN INSULATION FROM TOP OF STUD TO UNDERSIDE OF ROOF DECK.

5. FURR OUT COLUMNS THROUGHOUT OFFICE AREA WITH 1 1/2" FURRING STRIPS AND 5/8" G.W.B.

6. PROVIDE CONTROL JOINTS AT 30'-0" MAX. O.C. FOR ALL WALLS GREATER THAN 30' IN LENGTH.

PARTITION TYPES GENERAL NOTES:

REFER TO  PROJECT GENERAL NOTES FOR FURTHER INFORMATION.

SEE ENGINEERING DRAWINGS FOR MORE INFORMATION.  COORDINATE PARTITION LAYOUT WITH MECHANICAL, ELECTRICAL, DATA, SPRINKLER AND  PLUMBING WORK.  NOTIFY ARCHITECT TO RESOLVE CONFLICTS WITH ANY
DESIGN ELEMENTS.

PROVIDE TOILET ROOM SIGNS COMPLYING WITH THE REQUIREMENTS OF THE PREVAILING SOUTH CAROLINA HANDICAP ACCESSIBILITY CODE.

PROVIDE AUDIBLE/ VISUAL SIGNAL APPLIANCES COMPLYING WITH THE REQUIREMENTS OF THE PREVAILING NFPA 72 AND SOUTH CAROLINA ACCESSIBILITY CODES, IF REQUIRED  BY LOCAL CODES.

FIRE ALARM CONTRACTOR SHALL OBTAIN A FIRE ALARM SYSTEM PERMIT FROM THE PREVAILING FIRE MARSHAL'S OFFICE PRIOR TO INSTALLATION. IF FIRE ALARM SYSTEM IS REQUIRED BY CODE.

ALIGN CENTERLINE OF PARTITION WITH THE CENTERLINE OF WINDOW MULLIONS, UNLESS NOTED OTHERWISE.  CONTRACTOR IS TO INSTALL BREAK METAL  AT THE WINDOW MULLION  AND START PARTITION CONSTRUCTION
FROM THE BREAK METAL.

CONTRACTOR TO PERMANENTLY IDENTIFY ALL FIRE-RATED WALLS (AND CORRESPONDING FIRE-RESISTANCE RATING) INCLUDING FIRE BARRIER WALLS, SMOKE BARRIER WALLS, FIRE PARTITIONS, FIRE WALLS AND SHAFT
ENCLOSURES EITHER BY INSTALLING SIGNS OR BY STENCILING IN CONCEALED SPACES THE FOLLOWING ( ) HOUR FIRE AND SMOKE BARRIER-PROTECT ALL OPENINGS. IDENTIFICATION SHALL BE SPACED NO MORE THAN (12)
TWELVE FEET ON CENTER WITH A MINIMUM LETTER SIZE OF (2) TWO INCHES IN HEIGHT IN CONTRASTING BACKGROUND.

PROVIDE FIRE RESISTANT BLOCKING IN PARTITIONS SHOWN AS RECEIVING MILLWORK. COORDINATE BLOCKING TYPE AND LOCATION WITH THE MILLWORK SUPPLIER.

ALL PENETRATIONS AT FIRE BARRIER WALLS, SMOKE BARRIER WALLS, FIRE PARTITIONS, FIRE WALLS, AND SHAFT ENCLOSURES TO BE FIRE CAULKED.

ALL INSULATING MATERIALS SHALL HAVE A FLAME SPREAD INDEX OF NOT MORE THAN 25 AND A SMOKE-DEVELOPED INDEX OF NOT MORE THAN 450 AS DETERMINED IN ACCORDANCE WITH PREVAILING ASTM AND SBC.

ALL NEW  WALLS EXCEEDING 10'-0" IN UNBRACED LENGTH SHALL BE BRACED WITH A HORIZONTAL STUD CONNECTING THE TOP OF THE WALL WITH THE ADJACENT PERPENDICULAR WALL. THE HORIZONTAL BRACING SHALL
START 5'-0" FROM THE CORNER OF THE INTERSECTION OF THE TWO WALLS CREATING A 45 DEGREE ANGLE. THE HORIZONTAL BRACING SHALL BE THE SAME STUD SIZE AND GAUGE AS THE WALL STUD.

ALL MILLWORK SHALL BE FABRICATED AND INSTALLED IN STRICT ACCORDANCE WITH THE PREVAILING EDITIONS OF ALL APPLICABLE STATE AND LOCAL CODES. CONTRACTOR TO MEET THE REQUIREMENTS OF THE PREVAILING
ACCESSIBILITY CODES AS THEY PERTAIN TO MILLWORK OF ANY KIND.

THE CONTRACTOR SHALL FIELD VERIFY ALL MILLWORK DIMENSIONS PRIOR TO FABRICATION.

WRAP AND INSULATE ALL PLUMBING PIPES TO MEET CODE.

A SIGN CLEARLY STATING THAT SMOKING IS PROHIBITED SHALL BE CONSPICUOUSLY POSTED WITHIN EACH BUILDING AND AT EACH BUILDING ENTRANCE.

MECHANICAL, ELECTRICAL, AND PLUMBING SUBCONTRACTORS SHALL SUBMIT AFFIDAVITS FOR EACH BUILDING PERMIT TO THE BUILDING PERMITS SECTION AT LEAST TWO (2) BUSINESS DAYS BEFORE REQUESTING
INSPECTIONS. (OBTAIN AFFIDAVIT FORMS FROM BUILDING PERMITS SECTION.)

TENANT PROVIDED WORKSTATIONS/FURNITURE, REFERENCE PLAN FOR LOCATION ONLY.

DOORS INDICATED ON PARTITION PLAN ARE EXISTING UNLESS INDICATED. REFER TO DOOR SCHEDULE ON A-601 FOR NEW DOORS.

SIGNS ARE NOT APPROVED WITHIN THE SCOPE OF THIS BUILDING PERMIT. A SEPARATE SIGN LOCATION PERMIT IS REQUIRED FOR EACH SIGN. CONTACT DEVELOPMENT REVIEW FOR ADDITIONAL INFORMATION.

PROVIDE 1" HORIZONTAL BLINDS ON 100% OF WINDOWS. BLINDS IN OCCUPIED SPACE TO BE INSIDE MULLION MOUNTED.

REFERENCE "MANEUVERING CLEARANCE AT MANUAL SWINGING DOORS" DETAIL ON THIS SHEET FOR DOOR CLEARANCE REQUIREMENTS.

PARTITION PLAN GENERAL NOTES:
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METAL CLOSURE ANGLE

METAL WALL STUD

SCHEDULED JOIST

METAL STUD ATTACHED
TO JOIST (TYP.)

CUT TYPE "X" G.W.B.
AROUND DECK FLUTES,

TYP. BOTH SIDES

MINERAL WOOL OR
FIRESTOPPING @

DECKING VOIDS/ FLUTES

SLIP JOINT

METAL DECK ATTACH TRACK TO SUPPORT USING
(2) FASTENERS ABOVE EACH STUD
LOCATION ((4) FASTENERS ABOVE
DOUBLE-STUDS).  FASTEN TO
STRUCT. STL. AND CONCRETE USING
0.145" DIA. POWER DRIVE FASTENERS
TO LIGHT STEEL FRAMING USING #10
TEK SCREWS.

END OF SLIP
TRACK

SCHEDULED STUD

12" MAX.

CL

4" MIN.

2" MIN.

WIDTH OF STUD

GYPSUM
WALL BOARD,
TYP.

GYPSUM
WALL BOARD,
TYP.

MIN. ____ GAP FOR DEFLECTION OR
MORE AS REQUIRED

PROVIDE A SLIP TRACK CONNECTION
AT ALL FULL HEIGHT METAL STUDS
WALLS.

LATERAL BRIDGING NOT MORE THAN 12"
FROM TOP OF STUD.

FILL ALL FLUTES AND FIREPROOF FOR
RATING AS SCHEDULED USING HILTI FS
657 FIRE BLOCK OR APPROVED EQUAL
(TYP.)

(2) #10 TEK SCREWS AT STUD CLIP
ANGLE CONNECTION.

(2) #10 TEK SCREWS AT STUD CLIP ANGLE
TO BRIDGING CONNECTION.

WIDTH OF CLIP ANGLE = 80% OF STUD
WIDTH

FIRE RATED DESIGN PER UL-2079 TEST STD.

GYP. BOARD AS
SCHEDULED

CONTROL JOINT

MINERAL WOOL
INSULATION

METAL STUD AS
SCHEDULED

CONTROL JOINT

30'-0"
MAX

SPAN
GYP. BOARD AS
SCHEDULED

CONTROL JOINT

MINERAL WOOL
INSULATION

METAL STUD AS
SCHEDULED

CONTROL JOINT

30'-0" MAX SPAN
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 3/16" = 1'-0"A-701
1 OFFICE FLOOR PLAN

SCHEDULE - PARTITION TYPES

KEY DESCRIPTION HEIGHT RATING TEST 2/A-701 3/A-701 4/A-701 5/A-701
INSULATION

TYPE
INSULATIO
N HEIGHT

A1 362S125-30 GA METAL STUD AT 16" O.C. WITH ONE LAYER OF 5/8" G.W.B. ON EACH SIDE. APPLY VERICALLY, SCREW ATTACH, FINISH JOINTS 12' - 6" N/A X
B1.1 362S125-30 GA METAL STUDS AT 16" O.C. WITH ONE LAYER OF 5/8" G.W.B. ON OUTSIDE FACE (FURRING), 1/2" AIR GAP BETWEEN STUD AND

INTERIOR FACE . APPLY VERTICALLY, SCREW ATTACH, FINISH JOINTS.
12' - 6" N/A R-11 & STICK PIN TOP OF STUD / U/S

OF DECK
C1 (2) 362S125-30 GA METAL STUDS AT 16" O.C. (11" CHASE BEWTEEN STUDS) WITH ONE LAYER OF 5/8" MOISTURE RESISTANT G.W.B. ON

EACH SIDE. APPLY VERTICALLY, SCREW ATTACH, FINISH JOINTS.
9' - 6" N/A BATT ATT. TOP OF STUD

C2 600S125-30 GA METAL STUDS AT 16" O.C. WITH ONE LAYER OF 5/8" MOISTURE RESISTANT G.W.B. ON BREAK AREA. APPLY VERTICALLY,
SCREW ATTACH, FINISH JOINTS.  PROVIDE SOUND BATT INSULATION IN STUD CAVITY TO DECK.

12' - 6" N/A

E1 800-S125-68 GA METAL STUDS AT 16" O.C. WITH ONE LAYER OF 5/8" G.W.B. ON EACH SIDE. APPLY VERTICALLY, SCREW ATTACH, FINISH
JOINTS.

U/S DECK N/A X X X BATT ATT. TOP OF STUD

PROJECT
NORTH

 1 1/2" = 1'-0"A-701
2 SLIP TRACK DETAIL

 3/4" = 1'-0"A-701
3

SLIP TRACK DETAIL @ FULL
HEIGHT INTERIOR WALLS

 1 1/2" = 1'-0"A-701
4 CONTROL JOINT DETAIL

 1 1/2" = 1'-0"A-701
5 CONTROL JOINT DETAIL (BATT)
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NORTH POINTE 
COMMERCE PARK

NORTH 
POINTE 
COMMERCE 
PARK MILES MINUTES*

I-26 4.5 9

I-526 4.6 10

N. CHARLESTON TERMINAL 5.3 10

SPAWAR 5.5 9

NORFOLK SOUTHERN & 
CSX HUBS

6.3 14

BOEING FINAL
ASSEMBLY

8.2 14

CHS INTERNATIONAL
AIRPORT

8.8 15

HUGH K. LEATHERMAN, SR. 
TERMINAL

8.9 18

MERECEDES VANS 
MANUFACTURING

10.5 16

BOEING INTERIORS 
RESPONSIBILITY CENTER

10.6 16

BOSCH PLANT 11.5 20

WANDO WELCH 
TERMINAL

14.0 25

I-95 43.5 40

*Google Maps drive time during business hours

LOCATION HIGHLIGHTS
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PETER FENNELLY, SIOR MCR SLCR 
+1 843 425 0186 

peter.fennelly@bridge-commercial.com
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+1 843 270 5219 

hagood.morrison@bridge-commercial.com

SIMONS JOHNSON, SIOR MCR CCIM 
+1 843 557 4047 

simons.johnson@bridge-commercial.com


